
15 8"
7 8"

43
4"

1 7
16" 1 7

16"

F.
H.R.

O.

HEAD
ASSEMBLY

1-1

11
8" 13

8"

F.H.

R.O.

43
4"

11
2"

11
8"3"

F.H.

R.O.

43
4"

11
2"11

2"

11
2"

43
4"43

4"

SILL
ASSEMBLY

2-1

5-13-1 4-1

FIXED
JAMB INTERLOCKERS LATCH

JAMB

5 8"
35 8"F.

H.

R.
O.

11 8"

43
4"

1 7
16" 1 7

16"

OU
TS

ID
E

IN
SI

DE

OU
TS

ID
E

IN
SI

DE

OU
TS

ID
E

IN
SI

DE

OU
TS

ID
E

IN
SI

DE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

1 1
16" INSULATED LAMI UNIT

EXTERIOR LITE: 14" CLEAR TEMPERED
SPACER: 38" AIR SPACE
INTERIOR LITE: 3

16" CLEAR HEAT STRENGTHENED
                            0.060 SENTRYGLAS PLUS INTERLAYER
                            3

16" CLEAR HEAT STRENGTHENED
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SPACER: 38" AIR SPACE

INTERIOR LITE: 3
16" CLEAR HEAT STRENGTHENED

                            0.060 SENTRYGLAS PLUS INTERLAYER
                            3

16" CLEAR HEAT STRENGTHENED
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                            3

16" CLEAR HEAT STRENGTHENED
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16" INSULATED LAMI UNIT

EXTERIOR LITE: 14" CLEAR TEMPERED
SPACER: 38" AIR SPACE

INTERIOR LITE: 3
16" CLEAR HEAT STRENGTHENED

                            0.060 SENTRYGLAS PLUS INTERLAYER
                            3

16" CLEAR HEAT STRENGTHENED
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16" INSULATED LAMI UNIT

EXTERIOR LITE: 14" CLEAR TEMPERED
SPACER: 38" AIR SPACE

INTERIOR LITE: 3
16" CLEAR HEAT STRENGTHENED

                            0.060 SENTRYGLAS PLUS INTERLAYER
                            3

16" CLEAR HEAT STRENGTHENED

ANCHORING TBD
ON A PER JOB BASIS

ANCHORING TBD
ON A PER JOB BASIS

ANCHORING TBD
ON A PER JOB BASIS

ANCHORING TBD
ON A PER JOB BASIS

1 14" SQUARE TUBE ATTACHED
TO LATCH STILE IN 4 PLACES
WITH #8 x 34" TEK FROM INSIDE
OF GLAZING POCKET

NOTE:
AVAILABLE WITH INSIDE OR OUTSIDE SLIDING PANEL.
SCREENS AVAILABLE ON INSIDE ONLY.
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ULT5000IP Series
Impact - Sliding Doors
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Testing standards allow for unit interlayer maximum rip size after impact and cycle testing of system.
Use of this product must conform to the test report configurations and glazing used.
Arcadia recommends that when using this product a specified uniform overall glazing thickness of plus or minus .020" over entire area of unit.
This should include the center and edges of the unit. Insulated glass unit makeup must conform to the following minimum requirements: 14" tempered glass
outboard lite, 38" air space, 3

16" heat strengthened, .060" SentryGlas®  Plus interlayer, 3
16" heat strengthened laminated inboard lite. Refer to ASTM E 1996 for

allowable subsititutions.
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